SONOST-3000V

better products for better life

OsteoSys to prevent Osteoporosis

Preventing osteoporosis and bone fractures with our bone densitometer

OsteoSys, a brand specialized in bone density diagnosis equipment, produces various products
which can diagnose osteoporosis easily and accurately to help humanity enjoy healthy lives.

If you have accurate diagnosis and prescription through bone density equipment of OsteoSys, A - m r m n
you can enjoy healthy and happy life by avoiding risk of osteoporosis.
| bone densitometer

9F, 903 JnK Digital Tower, 111 Digital-ro 26, Guro-gu, Seoul, Korea
Tel. +82.2.6124.5900 Fax. +82.2.6124.5958

E-mail. info@osteosys.com

WWW.0steosys.com

China office

39C, Shangshi Building, NO. 18 North Caoxi Rd, Shanghai, China 200030
Tel. +86.21.6427.5873 Fax. +86.21.6427.5863
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www.osteosyschina.cn

Global sales
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Technical specifications
* QUS(Quantitative Ultrasound)

 Measurement site : Calcaneus s A

* Measurement time : 15Sec. 1 Zs

« Reproducibility : BUA - < 1.5% C.V. 4.5 A4
SOS-<0.2% C.V. v A

BQl-<15% C.V.
* Measured parameter : T-score, Z-score, BQI, BUA, SOS,
Ratio of T-score and Z-score

Easy, quick, simple and safe measurement with « Pediatrics / Trend report / DICOM & PACS
automatic moving table ;- checkDalby QC phantom)
» Waterless probe
SONOST-3000V is the most user-friendly bone mineral densitometer that provide a quick measuring time of * Automatic positioning probes
15 seconds, simple operation with automatic moving table which consists of dry type waterless urethane probe, * Coupling method : Ultrasound gel coupled
easy maintenance with simple cleaning process with wet wipes or alcohol pad and user may also can use system * Dimension : 615 X 310 X 293(385)mm
as portable device with laptop computer. * Weight : 12kg
» Power consumption : 100 ~240VAC, 50~60Hz Result report
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Print Date : 2015-05-06. Telophone

Featu reS « REFORT Enter Hospital Name

* Automatic positioning probes
* Waterless probe

« Safe(no radiation dose)

» Compact design

* Portable (Using laptop)
* Quick measuring time (15 seconds)
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* Simple installation and use Na?ff 5 __T.m,.:.o.e
* Easy to clean and low maintenance o4 0
- ) Foot guide

» Comprehensive result and trend report
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Calf supporter Auto-moving table with Calcaneus report

waterless probes



